Furniture technical data sheet

COMPAKT - Vanity top with 1 integrated sink, basin 460, depth 510

Technical Characteristics

100% CERTIFIED

The samples tested meet the requirements indicated in UNE EN
14688:2016 standards; “Sanitary appliances. Wash basins. Functional
requirements and test methods”;

and their designation corresponds to EN 14688-CL0O0

Vanity top: 100% phenolic compact 8mm HPL board.
This is a structural high-pressure laminate made of multiple layers in the
core with resin-impregnated decorative paper. Its durability, structural
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Wear-resistant

Water-repellent
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Anti-bacterial
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Dirt-repellent
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Resistant to cleaning products Fireproof
and disinfectants
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Gray Stone

Fittings
Wall mounting system included.

Made-to-measure Non-porous surface

- 600/ 1200: 2 adjustable supports + 1 bracket
- 1201/ 1600: 3 adjustable supports + 2 brackets
- 1601/ 2500: 4 adjustable supports + 3 brackets
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strength and resistance to moisture make it ideal for these vanity tops. 415 415
> >
Basin: ABS plastic basin with antibacterial treatment. Bracket Left support Right support
Packaging dimensions and weight
600- 800 801-1000  1001- 1200 1201- 1400 1401- 1600 1601- 1800 1801-2000 2001-2500
Length mm. 845 1045 1245 1445 1645 1845 2045 2545
Depth mm. 555
Height mm. 180
Net weight Kg. 1 12,4 13,9 16,11 17,6 19 22,7 24,8
Gross weight Kg. 12,4 13,8 15,6 17,8 19,8 21,25 24,9 26,7
Dimensions
1 basin with tap 1 basin without
L = 600 < 2500 L =600 < 2500
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Comercial SALGAR, S.L. Autovia Logrofio, km 9.5, 50011- Zaragoza - Spain. Tel.:

(+34) 976 462 034 www.salgar.net
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